BenchMasterTM Perfect Shot Shooting Rest
Assembly Instruction
Congratulations on your purchase of the Perfect Shot Shooting Rest.  This compact rest is packed with many adjustment features to help you quickly and precisely adjust after each shot to tighten your shot group.  The rest is made from quality components and should last for many years of use.  If you have any problems with the rest please contact us at customerservice@altusbrands.com or 1.800.891.3660 and we will be happy to help.
Assembly out of the box should take approximately five minutes.  We take great care in packing all the parts and tools you will need to assemble the rest but sometimes we make a mistake.  Please check to ensure you have all the parts before you begin assembly.  Contact us if any part is missing and we will ship it to you. Straight Shooting!
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image6.jpeg
Attach Rear Riser 7 to
back main shaft 1 using
bolt 6. Be sure Bushing
8 fits between 1and 7.
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Slide Rear Yoke
9into Rear Riser
7 and tighten
Macro Adjust
Knob at desired
height.
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Slide Front
Assembly into Rear
‘Assembly with
Length Adjustment
Lever in Open
position
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Attach le
Feet to the three Feet
positions. The hard
rubber foot should be
used in the rear
position to avoid flex





image11.jpeg
Length Adjustment.
Lever in Open position
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Length Adjustment
Lever in closed and
locked position
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Micro Adjust Feet in
level position. Front
Riser fully extended.





image14.jpeg
Micro adjust left or
right by rotating the
rear foot.
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'Y

Adjust for cant left or
right by rotating the
front feet
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Attach front riser 4 to T—
assembly 5 using bolt 2.

The Allan wrench 6 can

be used to tighten.
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